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INTERMITTENT IGNITION INTERRUPTED IGNITION
24 V ROOM
THERMOSTAT

24 V ROOM
THERMOSTAT

TO USE WITH LINE VOLTAGE THERMOSTAT JUMPER TERMINALS T T AND ADO THERMOSTAT AS SHOWN
AT 1 IN SERIES WITH LIMIT CONTROL.

FIGURE 1

FIGURE 3

TO DETERMINE THE AIR TUBE LENGTH

FIGURE 2

GUN SETTING INSTRUCTIONS
(For EHA and EH Burners only)

Suggested start-up setting: EHA Flamelock™ flush with
cast iron cone face.  EH Flamelock™ 1/8” ahead of cast
iron cone face for 3.00 to 4.50 GPH or 1/4” ahead for
5.00 to 6.00 GPH.

GUN SETTING INSTRUCTIONS
(For EHASR Only)

FIGURE 4

FIGURE 5 FIGURE 6

The Air Tube Length (Dim. A) is the distance from the front
of Air Tube Retainer Flange to the face of Air Cone.  Note
adjustable flange width.
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BURNER COMPONENTS - MODELS EHA, EH AND EHASR
(115 Volt 60 Hz Standard - Parts not necessarily as shown)

NOTE: STATE SPECIFICATION NUMBER, BURNER MODEL, PART DESCRIPTION AND PART NUMBER WHEN ORDERING PARTS

GUN ASSEMBLY DETAIL
(Parts not necessarily as shown)

No. Description EHA EH EHASR No. Description EHA EH EHASR
1 Motor-1/5HP 20554 � 20554 13 Cad Cell - Up to 12” Tube 14289 14289 14289

Motor-1/5HP Capstart 21569 � 21569 Cad Cell - 12” + Tubes 13666 13666 13666
Motor-1/4HP 20383 20383 20383 14 Brass 90˚ Elbow 13494 13494 13494

2 Motor Cord Cover 13121 13121 13121 15 N/A � � �

3 Fan - 5 1/4” Dia. 20288 20288 20288 16 Gun Assembly (See NOTE) � � �

Fan - 6 1/4” Dia. 21854 21854 21854 17 Air Tube (See NOTE) � � �

4 Burner Housing-Painted 31421-001 31421-001 31421-001 18 Air Cones (A) � � �

5 Transformer 23101-E 23101-E 23101-E Cast Iron - 2 3/4” No Vane 13002 � �

Ignitor 101051-001 101051-001 101051-001 Cast Iron - 3” No Vane 12989 12989 �

6 Control - 15 Second 13077 13077 13077 Cast Iron - 3” - 8 Vane 12329 � �

Control - 30 Second 100562-001 � 100562-001 Cast Iron - 3 1/4” No Vane 12990 12990 �

Control - 45 Second 13084 � 13084 Cast Iron 3 1/4” 8 Vane � 13702 �

7 Slot Cover Plate 13392 13392 13392 Cast Iron 3 9/16” No Vane � 13003 �

8 Air Band - Inner 8 Slot 2669-002 2669-002 2669-002 Stainless - SR #1A � � 14157
9 Air Band - Outer 8 Slot 2668-002 2668-002 2668-002 Stainless - SR #2A � � 14158

Air Band - Outer 5 Slot 20310-002 � 20310-002 Stainless - SR #3A � � 14159
10 Coupling - A/B Pump 13279 13279 13279 Stainless - SR #4A � � 14160
11 Oil Line Assembly 14452 14452 14452 19 Flange 21758-011 21758-011 21758-011
12 Pump - A2VA-7116 13495 � 13495 20 Gasket 12484 12484 12484

Pump - A2YA-7916 � 14375 � 21 Adjustable Flange 2689-SER 2689-SER 2689-SER
Pump-B2VA-8216 13634 � 13634 Not Pedestal 2794-011 2794-011 2794-011
Pump - B2YA-8916 � 13841 � Shown

No. Description EHA EH EHASR
1 Nozzle Adaptor 12988-002 12988-002 21913-001
2 Electrode Support Kit 21923-001 21923-001 21923-001
3 Stem/Insulator Kit 13286 13286 13286
4 Cad Cell Mount 13078 13078 13078
5 Buss Bar Support 13276-002 13276-002 13276-002
6 Cad Cell Wire Tie 100850-+001 100850-001 100850-001
7 Oil Pipe Fitting 14295 14295 14295

(A) Cast Iron Air Cones - Measure machined ID and count number of cast vanes (if present). Stainless Steel Air Cones - Number/Letter combination stamped into face of outer ring.




